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PLASTIC INDUSTRIES COMPANY

PE Pipes & Fitting Producer
For Water, Gas and Sewer Networks
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I ZAMZAM PLASTIC INDUSTRIES COMPANY/(ZPI)

Zam zam Plastic Industries Co. is one of the biggest
manufactures of polyethylene pipes and fitting products for
water, gas supplies and sewer according to national,
international and quality management standard system ISO
9001-2015, 1ISO 14001-2015, OHSAS 18001,5S in Iran, well
known in the world of plastics pipe production for its high
quality and diversity of products.

ZPI Co. established in 1983 currently and has a team of
professional experts and equipped with quality control labs,
partner with National Iranian Standards Organization and
the 1ISO 17025 qualification certificate and the modern manu-
facturing machines to produce 35000 MT of various pipes and
fittings in its factories in five different locations of Iran.

The head office is in Tehran and the factories located in cities
of Ahwaz, Iranshahr, Mashhad, Sanandaj and Zanjan.
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I The company's main products :

® Produce PE pipes, brackets, buoys for build of fish farming struc-
ture in different sizes according to EN 12201, NS 9415-2009.

® PE-water supply pipes and irrigation from 20 up to 800mm outside
diameter (OD) by using PE 80 and PE 100 material according to DIN
8074, INSO 14427, ISO 4427, EN 12201.

® PE-gas supply pipes from 25 up to 225mm outside diameter
(OD) and SDR 11, SDR 13.6, MOP 4 bar by using PE 80 and PE 100
material according to EN 1555 & IGS-M-PL-014-1(3) Oct 2015, INSO
11288.

- — ® PE-double wall (corrugated & profiled) sewer pipes and fittings
from 200 up to 1400mm inside diameter (ID) by using HDPE material
with different ring stiffness according to DIN 16961, EN 13476 & INSO
9116.

® PE/PP single wall corrugated flexible pipes from 21 up to 65mm
outside diameter (OD) for car communication industries.

® PP-mechanical (water & irrigation) fitting from 20 up to 110mm
by using of pp-copolymer material according to INSO 21264.

@ PE-Butt fusion (water & irrigation) fittings from 50 up to 630 mm
outside diameter (OD) and different nominal pressures according
to DIN 16963, ISO 4427, EN 12201 & INSO 14427 by using PE80 &
PE100.

@ PP-saddles (water & irrigation) from 20 up to 200mm with different
branches by using of pp-copolymer material according to INSO
8996, ISO 13460.

@ i/‘\ a"" @ Drip irrigation PE32 & PE40 pipes from 12-32mm outside diameter

(OD) by using best material according to INSO 7607 & ISO 8779.

1SO 9001:2008 National Accrditation Center ofran
b eada salile 3550




SDR

PE 80 SF 1.25 PN
PE80 SF1.6 PN
PE 80 SF20 PN

PE 100SF 1.25 PN
PE100SF1.6 PN
PE100SF20 PN

d(mm)
20
25
32

40
50
63

75
90
110

125
140
160
180
200
225
250
280
315
355
400
450
500
560
630
710
800

PN

d

SDR

I PE- water supply pipe specifications

ZPI Co. is a manufacturer of PE pipes used in water supply and irrigation
networks, according to DIN 8074, SO 4427, EN 12201 and INSO 14427.
The water pipes produced by using the best quality PES80 and PE100 raw
materials from 20 up to 800 mm outside diameter (OD) dimension and
nominal pressures of PN 4 to PN 32.
ZPI Co. is one of the best manufacturers of PE irrigation pipes. The company
utilizes professional experts and equipped labs to produce high quality pipes.

® Rank A from Deputy Minister of Water and Soil Ministry Agriculture.
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28
3.2

3.6
39
44
49
55
6.2
7.0
7.9
8.8
9.8
1.0
123
13.9
15.7

w

0.436
0.525
0.786

1.00
1.25
1.63

2.05
246
312
3.83
4.83
6.12
773
9.82
123
15.2
191
24.0
30.5
38.8

Norminal Pressure

1.8

2.0
22
2.7

341
35
4.0

4.4
4.9
5.5
6.2
6.9
7.7
8.7
9.8
11.0
123
13.7
15.4
17.4
19.6

0.364

0.467
0.643
0.943

1.23
1.54
2.00

249
3.05
3.86
4.83
5.98
7.52
9.55
121
15.3
19.0
23.6
299
38
481

33

4.0
3.2
25

5.0
4.0
3.2

e w

1.8 0.287
20 0399

23 0.551
28 0.791
34 147

39 151
43 188
49 242

55 3.07
6.2 3.84
6.9 477
7.7 592
86 7.40
9.7 937
109 11.8
123 151
138 19.0
153 234
17.2 294
19.3 3741
21.8 472
245 597

Outer Diameter

26

5.0
4.0
3.2
6(6.3)
5.0
4.0

e w

1.8 0.227

22
6.0

7.5
6.0

e w

1.9 0.237

2.0 0314 23 0.361
25 0494 29 0.563

29 0675

3.5 0.807

3.5 0978 41 1.14

42 143

48 184
54 232
6.2 3.04

6.9 3.79
7.7 4869

5.0 1.67

57 216
64 272
73 3.54

82 447
91 551

86 589 103 7.00
96 7.30 114 859
10.7 9.10 12.8 10.8
121 11.6 144 136
136 146 162 173
153 186 18.2 219
172 235 20.5 27.7
191 289 228 342
214 36.2 255 428
241 459 287 541
27.2 584 323 687
30.6 739 364 872

Standard Dimension Ratio

e

w

SF

21

6(6.3)
5.0

4.

0

8.0
6(6.3)
5.0

e

2.0

3.0

3.6
43
53

6.0
6.7
7.7

8.6
9.6
10.8
1.9
13.4
15.0
16.9
19.1
21.5
23.9
26.7
30.0
33.9
38.1

w

0.243
0.374
0.580

0.828
1.18
177

227
2383
3.72

4.67

5.78

7.30

8.93
1.3
142
18.0
22.9
28.9
35.7
44.7
56.4
738
911

17.6

7.

5

6.0

1.9

23
29
3.6
43

5.1
6.3

71
8.0
9.1

10.2
1.4
12.8
14.2
15.9
17.9
201
227
25.5

0.183

0.285
0.440
0.688

0.976
1.39
208

2.66
3.34
4.35

5.48
6.79
8.55
10.6
13.2
16.7
212
26.9
34.0

28.4 420
31.7 52.5
35.7 66.5
40.2 844
453 107

17

8.0
6(6.3)
5.0

10.0
8.0
6(6.3)

e w

20 0.191

24 0.295
3.0 0453
38 0.721

45 1.02
54 146
6.6 217

74 276
83 3.46
9.5 4.52

10.7 571
1.9 7.05
134 893
148 11.0
166 13.7
187 174
211 2241
23.7 28.0
26.7 354
29.7 43.8
33.2 548
374 694
421 8841
474 112

13.6

10.0
8.0
6(6.3)
12.5
10.0
8.0

Wall Thickness

Weight Per Meter

Safty Factor

0.147
0.232

0.356
0.549
0.873

1.24
1.77
2.62

3.37
422
5.50

6.98
8.56
10.9
13.4
16.8
21.2
26.9
3441
43.2
53.3
66.9
84.6
107
136

11

12.5
10.0
8.0

16.0
12.5
10.0

e w

20 0.114
23 0471
3 0275

3.7 0430
46 0.666
58 1.05

6.8 147
821l k212
10.0 3.14

1.4 4.08
12.7 5.08
146 6.67

164 842
182 104
20.5 1341
227 16.2
254 203
286 256
322 325
363 413
409 523
454 645
50.8 808
57.2 102
64.5 130
72.6 164.8

I Specification of Polyethylene drip irrigation pipes
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16.0
12.5
10.0

20.0
16.0
12.5

e w

23 0133
3.0 0.208
36 0327

4.5 0.509
56 0.788
71 126

84 1.76
101 2.54
123 378

140 4.87
15.7 6.11
17.9 7.96

201 1041
224 124
252 15.8
279 194
313 243
352 30.8
39.7 391
44.7 49.6
50.3 62.7
55.8 77.3
62.5 97.0
70.3 123
79.3 155.8
89.3 197.7

7.4

20.0
16.0
12.5

25.0
20.0
16.0

e w

3.0 0.160
3.5 0.240
4.4 0.386

5.5 0.600
6.9 0.936
86 147

10.3 2.09
12.3 3.00
151 449

171 577
19.2 7.25
219 944

246 1.9
27.4 148
30.8 18.6
342 23.0
38.3 289
431 36.5
48.5 463
54.7 588
61.5 744
68.3 91.8

In ZPI Co. drip irrigation polyethylene pipes used for drip irrigation networks according
to the national INSO 7607 and International ISO 8779 standards, by using with the best
raw materials of PE32 and PE40 materials with an external diameter of 12 to 32 mm in
different nominal pressures of PN2.5 to PN8 are produced with best quality.

6

25.0
20.0
16.0

32.0
25.0
20.0

e w

3.4 0.180
4.2 0.278
54 0.454

6.7 0.701
83 1.09
10.5 1.73

12,5 244
15.0 3.51
18.3 5.24

20.8 6.75
23.3 847
26.6 11.0

29.9 140
332 172
374 218
415 27.0
465 33.8
523 427
59.0 543
66.5 68.9

Specifications for drip irrigation polyethylene pipes (PE32 and PE40) according to national INSO 7607 standard

SDR

PE32

PE40
d(mm)

12
16
20
25
32

Pressure values (PN) is based on design coefficient of 1.25

26

PN 25
e(mm)

1
13

21
PN 2.5

PN 3.2
e(mm)

1
1.2
1.6

17

PN 3.2

PN 4

e(mm)

1
1.2
1.5
1.9

13.6
PN 4

PN5
e(mm)

1.2
1.5
1.9
24

1
PN 5
PN 6
e(mm)

11

15

1.9

23

29

PN 6
PN8

e(mm)

14
1.8
23
238
3.6



ZPI Co. is a manufacturer of PE gas pipes , used in urban and
industrial gas distribution networks , according to EN 1555,
ISIRI 11233 & IGS-M-PL-014-1 (3) Oct 2015.

The gas pipes produced with the best PE 80 and PE 100 material,
from 25 up to 225 mm (OD) and SDR 11, SDR 13.6, MOP 4 bar
dimension.

Factories by using the modern machineries and equipped labs,
our company are the biggest manufacturer of PE gas supply
pipes in lran.

Rank A from Deputy National Iranian GAS Company ( NIGC)

d SDR 11 *SDR 13.6
(mm) e(mm) w(kg/m) e(mm) w(kg/m) MOP colour
25 3 0.210
32 =3 0.279
63 5.8 1.050 4.7 0.873 (Black)
90 8.2 212 6.7 1.77 With four
110 10.0 3.14 8.1 2.62 4 bar yellow strips
125 11.4 4.08 9.2 3.37 90 degree
160 14.6 6.67 11.8 5.50 apart
200 18.2 10.4 14.7 8.56
225 20.5 131 16.6 10.9
*EN 1555-2010 **SDR 13.6 just for PE 100 and SDR 11 for PE 80/PE 100
SDR Standard dimension ratio =
v

Outer Diameter
Wall Thickness
Weight Per Meter

MOP Max.operating pressure d



| PE - Double Wall Profiled Pipes

The PE double wall profiled pipes are produced in ZPI Co.
with best quality HDPE, PP material and the latest German
technology according to DIN 16961, EN 13476 & INSO 9116
and under quality management system (ISO 9001-2015).

The double wall profiled pipes used for waste, sewage and
drainage from 400 up to 1400 mm inside diameter (ID), with
different ring stiffness and excellent technical and economical
specifications and advantages as follows.

I Technical Specification

Safe and field proven pipe system.

Safe and easy connection technique (electro fusion welding
system)

High chemical resistance corrosive gases.

High mechanical resistance (abrasion, impact and fracture
resistance).

Good hydraulics (smooth inner surface).

Easy to handle (low weight) .

Easy inspection due to light inner surface.

UV - resistance.

Life time over than 50 years.

Low installation costs.



IPE - Electro Fusion Fittings

Special wires are integrated into the socket end during the
pipe production cycle , the spigot end is made in a way that it will
fit exactly into the spigot end . the pipe can be assembled and
welded together at sit without problem . Before transportation to
the site , the socket and spigot ends of the pipes and fittings are
protected by a thick plastic film,to ensure that the pipes will arrive
clean and undamaged at the building site . The integrated wires
in the socket are heated. The surrounding material melts and
pipe jointing is complete . After the welding cycle the joint must
cool down and during this time the melted connection parts
become one homogeneous and strong joint . This new joint is
integrated in all components and enables the experienced
contractor to work quickly and efficiently and guarantees a
permanently tight joint .

I PE - Double Wall Fabricated Fittings

PE—sewer double wall (corrugated & profiled) pipes from
200 up to 1400 mm (ID) in different ring stiffness according to
DIN 16961, EN 13476 & INSO 9116 in different kinds such as
coupler, tee, elbow, reducer, branch and different manholes.

PE Double Wall Profiled Sewer Pipes Ring Stiffness (Kn/m? ) According to DIN 16961 & INSO 9116

Inside diameter

A A A4 A QA @ & A a2 a2 N N N NNMNDNDDNNDNDN
mm) [Re 38 8 83 38 83 8§ @ 2 N & b o O N ® © © 2 N W A G O N ® © O
Sl1El2818121812 g al2lalalaldlalalelslaldglaglalalelals]sE]|E
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PR 21-0.4 419 183 956 561

PR 34-01.2 120.15 5338 282 1667 1066 7.22 512

PR 34-01.7165321 7389 3919 2322 148 101 716 526

PR 42-01.9 176.72 7929 42.15 25.02 16.04 109 7.74 569

PR 42-02.6 107.41 57.33 3412 2193 1491 106 78 591 458

PR 54-04.5 179.28 96.56 57.83 37.33 2548 18.16 1339 10.16 7.89 625 5.03 4.11

PR 54-05.25 109.18 65.62 4247 29.04 20.73 1531 1163 903 7.6 577 472 391 327

PR 54-05.5 11555 69.37 44.86 3066 21.88 16.15 1226 953 755 6.08 497 412 345 291 249 214 185

PR 54-07.0 14473 87.11 5643 3862 27.58 20.38 1548 1204 954 769 629 521 436 364 315 271 235 205

PR 54-08.5 17224 103.89 67.41 46.19 33.02 2442 1856 1444 1145 924 756 626 624 444 379 326 282 246 216 191

PR 54-10.3 12447 809 555 3972 2939 2236 174 1381 1114 912 755 633 536 457 394 341 298 261 230

PR 54-11.8 140.78 91.63 62.94 4508 33.38 2541 19.78 157 1267 1038 86 721 610 521 448 389 339 298 298 263 233

PR 54-12.9 152.66 99.52 68.44 49.06 36.36 27.69 21.57 17.13 1383 11.33 939 787 667 569 49 425 371 326 287 255 227

PR 54-14.2 168.89 110.08 75.7 54.26 40.21 3062 2386 1895 153 1253 10.39 871 737 630 542 470 410 360 318 282 251 252

PR 54-16.3 12568 86.44 6197 4593 3498 2725 2164 1747 1431 1187 995 842 719 614 537 468 411 363 322 287 227

PR 54-19.8 151.94 10456 75 5561 42.37 3302 2623 21.18 17.35 1439 1207 1022 873 751 651 569 499 441 391 348 312 29 253

Increase to 9976.98 5485.1 3331.7 2172.9 14949 1072 794.7 605.36 471,69 374.65 302.51 247.76 205.46 172.27 145.86 124.58 107.25 92.99 81.15 71.24 62.88 55.77 49.70 44.48 39.96 36.04 3261 2961



| PE - Double Wall Corrugated Pipes

The PE double wall corrugate pipes are produced in ZPI Co. with the
best quality HDPE material and the latest Canadian technology.

The pipes used for waste, sewage and drainage networks from 200 up
to 500 mm (ID) , with ring stiffness of (SN 4 & 8 KN/m2) and produced
according to DIN 16961, EN 13476 & INSO 9116 under quality
management system (ISO 9001-2015).

[he main benefits of this product are as follows:

e Smooth surface preventing precipitation.

e Excellent sealing (by using bell socket & spigot special joint method).
e Low weight and easy installation.

e Excellent flow performance.

e Low installation costs.

e UV - resistance. |

e High mechanical strength to external loads. o .
e High chemical resistance to corrosive gases.

e Life time over than 50 year

1 \ T
.4)1;;‘!,!n\1«S»lHHIHHm”m“‘”m“ A

) § CW

11 W vY“E'.” |
\\\nmum W

Pipes:

e Coupler pipes (with bell socket & spigot) sealed with elastomer O-ring
based on EPDM, NBR, SBR.

e Simple non coupler pipes (without bell socket & spigot) sealed with
PE-coupler and elastomer O-ring based on EPDM, NBR, SBR.

Pipe color:

Black outer surface (with carbon black content and resistant against
sunlight and UV radiations) with light color for the internal surface for
having easy control and inspection in overall internal surface of pipes.

Double-walled Corrugated Polyethylene Pipes, based up on

the DIN 16961 & EN 13476, INSO 9116

Pipe Si Ring Diameter (mm) Pipe length (mm)
ipe:3ize Stiffness - -
With Without
A (acn) 'S%é) B op coupler coupler
DN 200 SN8 200.5 238.8 6 6&12
DN 250 SN8 250.5 285 6 6&12
SN4 310.7 357 6 6&12
DN 300
SN8 300.4 357 6 6&12
SN4 415.9 478.5 6 6&12
DN 400
SN8 400.5 478.5 6 6&12 DN: Nominal Diameter
SN4 517 595.6 6 6812 ID: Inside Diameter
DN 500 OD: Outside Diameter
@ S 500.6 595.6 6 5512 SN: Nominal Stiffness



I Single Wall Corrugated flexible Pipes

The single wall corrugated flexible pipes in different
colors and hank shaped are produced in ZPI Co.
according to the European technology from 21 up to 65
mm (OD) with the best quality PE & PP raw materials
using in communication network , car and electrical.

‘H\‘,\“”““.
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(PP/PE) Single wall Corrugated Flexible Pipes

Di
Pipe Size iameter (mm) Coil Length
OD(mm) ID oD (m)
DN 21 174 21 300
DN 34 30.4 34 300
DN 42 376 42 250
DN: Nominal Diameter DN 54 49 54 250
ID: Inside Diameter
OD: Outside Diameter 2L 60 2

200



I Introduction and specification of PE Fittings

The fittings are produced with the best materials in ZPI Co.
for PE single wall water supply & irrigation pipes under quality
management system standard (ISO 9001-2015) as follows:

I PP - Mechanical (Compression) Fittings

Mechanical fittings from 20 up to 110 mm with PP-copolymer
material, according to ISO 14236, 1SO 9625, INSO 21264
in different kinds such as: tee, elbow, coupler, reducer, flange
adaptor, male & female joints, end caps and saddles.

TC-100 TM-200 Tec-1000

Coupler Male adaptor End Cap

B F—— e

Code No dxG
Code No dxd 201 20x112" Code No d
101 20x20 202 25x314" 1001 20
102 25x25 203 32x1" 1002 25
103 32x32 204 40x1 114" 1003 32
104 40x40 205 50x1 12" 1004 40
105 50x50 206 63x2" 1005 50
106 63x63 207 75x2112" 1006 63
107 75x75 208 90x2" 1007 75
108 90x90 209 90x3" 1008 90
109 110x110 210 75x2" 1009 110



TR-400 TR-300 TR-1300

Reducing Coupler Female adaptor Flanged joint

| : , -
Code No dxd \" T —
401 25x20 Code No dxG

402 32x20 20 s Code No dxG
403 32x25 302 25xaa" 1301 75x2"
404 40x25 303 32x1" 1302 75x21.2"
405 40x32 304 40x1 14" 1303 90x3"
406 50x25 305 50x11.2" 1304 90x4"
407 50x32 306 63x2" — 110x4"
408 50x40 307 75x212"
409 63x32 308 90x3"
410 63x40 Elbow 90° male threaded
411 63x50
412 75x50
413 75x63
414 90x63
“s oours
416 110x75 Tee 90° (equal)
417 110x90
Tee 90°(Non equal) Code No dxG
501 20x12"
502 25x34"
503 32x1"
Code No dxdxd Tee 90 female threaded
- 801 20x20x20
802 25x25x25
Code No dxdxd 803 32x32x32
701 25x20x25 804 40x40x40
702 32x25x32 805 50x50x50
703 40x32x40 806 63x63x63 Code No dxGxd
704 50x40x50 807 75x75x75 901 20x12"x20
705 63x50x63 808 90x90x90 902 25x3/4"x25
706 75x63x75 809  110x110x110 903 32x1'x32



TE-600 " sr-1100 R

Elbow 90° Saddle 1101 20x12"  -———--
1102  25x12"  25xau"

1103 32xa2"  32xaa" 321" e eeeeee
1104 40x12" 40xas" 40x1" -—----- -
1105 50x12" 50x34"  5OX1" —m-mmm —mm—e
1106  63x12" 63xsa"  63x1" 63x112" -----—-
1107  75x12" 75xaa"  75x1" 75xh" 75x2"
1108  90x12" 90xa«" 90x1" 90x2" ----—--
1109 110x12" 110xa4" 110x1" 110x2" -------
11107 125x12" M25xs4™ F1125x1Y [M25x2% f====

1111 140x1" 140x2" 140x3" ------- ———-mmm
1112 | 160x12" | 160x2" | 160x3" --—-—-  -——-

Code No dxd

1113 [ 180x1™ ' 180x2" " 180x3"  ———— | ———
1114 200x1" 200x112" 200X2" -m--m-m  —--mmm-

601 20x20

IS 200x212"  200x2"  200x4Y | ————— | -

Polyethylene welded fittings are produced from 50 up & g
to 630 mm (OD) with PE80, PE100 material and
nominal pressures of PN 4 to PN 16 according to DIN & s
16963, ISO 4427 & INSO 14427 in different kinds such . :
as tee, elbow, flange spigot adaptor and reducer.

[ransition fittings PE/BRASS [ransition fittings PE/BRASS
threaded (Female) threaded (male)
PN (4, 6, 10, 16) / SDR(11,17) PN (4, 8, 10, 16) /| SDR(11,17)
Code No dxG Code No dxG
501 25x34" 401 25x34"
502 32x1" 402 32x1"
. 503 50x 112" 403 50x 112"
PN=Nominal Pressure (bar)
504 63x2" 404 63x2"

d=Outer Diameter (mm)
SDR=Standard Dimension Ratio 505 75x2112" 405 75x2112"



Flange adaptor Tee 90° (equal) Tee 90° (Non equal)

PN 4 6 10 16 bar

CodeNo d CodeNo d Code No dxdxd PN 4 61016 bar
Code No dxdxd PN 461016 bar
1201 50 349 180 301 50x50x50
201 63x50x63
1202 63 350 200 302 63x63x63
202 75x50x75
1203 15 352 250 303 75x75x75
203 90x75x90
1204 90 355 355 304 90x90x90
| 204 110x90x110
1205 110 305 110x110x110
205 75x63x75
1206 125 306  125x125x125
1207 140 307  140x140x140
l 1208 160 308 160x160x160

l ; » . CodeNo dxd PN 4 6 10 16 bar

Elbow 90° 101 75x50
Reducer i 75x63

103 90x63

104 90x75

105 110x63
106 110x90
107 125x90
108 125x110
109 140x125

110 160x110

Code No dxd PN 4 6 10 16 bar 111 160x125

701 75x75 112 160x140
702 90x90 * 113 250x160
703 110x110

% 114 355x250




I Fabricated Polyethylene Butt fusion fittings

This type of fittings is produces in one piece (such as bends) and a few pieces (such as knees and tees)
with an outer diameter of 90 to 630 mm, using PE100, PE80 raw materials, various angles according to
INSO14427, INSO12176- 1, DIN16963, EN12201

e According to INSO 14427-3 standard for selection of nominal pressure of PE fabricated fittings the
multiplying of pressure reduction factor (f) to PN is required by designer .

mErs..

Fabricated Elbow Code No Code No dxd Code No dxd Code No dxd Code No
3-0701 90x90 3-0718 90x90 3-0735 90x90 3-0748 90x90 3-0761  90x90
o
A\ S £l 3-0702  110x110 3-0719  110x110 3-0736  110x110 3-0749  110x110 3-0762  110x110

3-0703  125x125 3-0720  125x125 3-0737  125x125 3-0750  125x125 3-0763  125x125
3-0704  140x140 3-0721  140x140 3-0738  140x140 3-0751  140x140 3-0764  140x140
3-0705  160x160 3-0722  160x160 3-0739  160x160 3-0752  160x160 3-0765  160x160
3-0706  180x180 3-0723  180x180 3-0740  180x180 3-0753  180x180 3-0766  180x180
3-0707  200x200 3-0724  200x200 3-0741  200x200 3-0754  200x200 3-0767  200x200

3-0708  225x225 3-0725  225x225 3-0742  225x225 3-0755 225x225 3-0768  225x225
3-0709  250x250 3-0726 250x250 3-0743  250x250 3-0756  250x250 3-0769  250x250

3-0710  280x280 3-0727 280x280 3-0744  280x280 3-0757  280x280 3-0770  280x280

3-0711  315x315 3-0728  315x315 3-0745  315x315 3-0758  315x315 3-0771  315x315

“Aﬁ 3-0712  355x355 3-0729  355x355 3-0746  355x355 3-0759  355x355 3-0772  355x355

- — 3-0713  400x400 3-0730  400x400 3-0747  400x400 3-0760  400x400 3-0773  400x400
= 3-0714  450x450 3-0731  450x450

3-0715  500x500 3-0732  500x500

3-0716 3-0733  560x560

3-0717 3-0734 630x630

560x560

630x630

Code No dxd Code No dxd Code No dxd

30201  315x125x315  3-0215  400x75x400  3-0229  500x90x500
30202 315x110x315  3-0216  400x63x400  3-0230  500x75x500
30203 315x90x315 30217  450x180x450  3-0231  500x63x500
30204  315x75x315 30218  450x160x450  3-0232  560x225x560
30205  315x63x315 30219  450x125x450  3-0233  560x200x560
30206  355x125x355  3-0220  450x110x450  3-0234  560x180x560
30207  355x110x355  3-0221  450x90x450 30235  560x160x560
Fabricated Non Equal Tee
3-0208  355x90x355 30222 450x75x450  3-0236  560x125x560
30209  355x75x355 30223  450x63x450  3-0237  560x110x560
30210 355x63x355 30224  500x200x500  3-0238  560x90x560
30211  400x160x400 30225 500x180x500  3-0239  630x250x630
30212 400x125x400  3-0226  500x160x500  3-0240 630x225x630
30213 400x110x400 3-0227 500x125x500  3-0241 630x200x630
30214  400x90x400  3-0228  500x110x500  3-0242  630x180x630

3-0243  630x160x630



FET-300

Fabricated Equal Tee Code No Code No Code No

3-0301  90x90x90  3-0318  90x90x90  3-0335  90x90x90
3-0302 110x110x110  3-0319  110x110x110 3-0336  110x110x110
3-0303  125x125x125  3-0320 125x125x125 3-0337  125x125x125
3-0304 140x140x140  3-0321  140x140x140 3-0338  140x140x140
3-0305 160x160x160  3-0322  160x160x160 3-0339 160x160x160
3-0306 180x180x180  3-0323  180x180x180  3-0340 180x180x180

3-0307 200x200x200  3-0324 200x200x200  3-0341 200x200x200
3-0308 225x225x225  3-0325 225x225x225  3-0342 225x225x225
3-0309 250x250x250  3-0326  250x250x250  3-0343 250x250x250
3-0310 280x280x280  3-0327 280x280x280  3-0344 280x280x280
3-0311 315x315x315  3-0328 315x315x315  3-0345 315x315x315

3-0312 355x355x355  3-0329  355x355x355  3-0346 355x355x355

3-0313 400x400x400  3-0330 400x400x400  3-0347 400x400x400
3-0314 450x450x450  3-0331  450x450x450  3-0348 450x450x450 |
3-0315 500x500x500  3-0332  500x500x500  3-0349 500x500x500 ‘
3-0316 560x560x560  3-0333  560x560x560  3-0350 560x560x560 J
3-0351

3-0317 630x630x630  3-0334

SO

630x630x630 630x630x630

SB -1700

Seamless bends

I76
| 900

Code No Code No dxd Code No dxd Code No dxd Code No
3-1701 90x90 3-1718 90x90 3-1735 90x90 3-1748 90x90 3-1761 90x90

3-1702  110x110 3-1719  110x110 3-1736 110x110 3-1749  110x110 3-1762  110x110
3-1703  125x125 3-1720  125x125 3-1737  125x125 3-1750  125x125 3-1763  125x125
3-1704  140x140 3-1721  140x140 3-1738  140x140 3-1751  140x140 3-1764  140x140
3-1705  160x160 3-1722  160x160 3-1739  160x160 3-1752  160x160 3-1765  160x160
3-1706  180x180 3-1723  180x180 3-1740  180x180 3-1753  180x180 3-1766  180x180
3-1707  200x200 3-1724  200x200 3-1741  200x200 3-1754  200x200 3-1767  200x200
3-1708  225x225 3-1725  225x225 3-1742  225x225 3-1755 225x225 3-1768  225x225
3-1709  250x250 3-1726 250x250 3-1743  250x250 3-1756  250x250 3-1769  250x250
3-1710  280x280 3-0727 280x280 3-1744  280x280 3-1757  280x280 3-1770  280x280
3-1711  315x315 3-1728  315x315 3-1745  315x315 3-1758  315x315 3-1771  315x315
3-1712  355x355 3-1729  355x355 3-1746  355x355 3-1759  355x355 3-1772  355x355
3-1713  400x400 3-1730  400x400 3-1747  400x400 3-1760  400x400 3-1773  400x400
3-1714  450x450 3-1731  450x450

3-1715  500x500 3-1732  500x500

3-1716  560x560 3-1733  560x560

3-1717  630x630 3-1734  630x630



Production of Polyethylene structures
Fish Cages In ZPI Co.

Climate change in the world as well as in the country, followed by the reduction of
atmospheric precipitation,

The occurrence of droughts and the creation of a critical state of water limitation
on the one hand, and on the other hand, the demand for healthy food and protein in
aquaculture The enthusiasts took the opportunity to take into account the potential
and ecosystems In the north and south, as well as the domestic water resources of
the country, will create new strategies and solutions for aquaculture production.

In the same vein, and given that potential studies show.lt is possible to produce
more than 2,000,000 MT of fish in the cage.

Therefore, activity in fish breeding in cages is one of the important priorities and
this decision has been made.

It is worth noting that with the emphasis of the Supreme Leader on the implementa-
tion of resilient economy policies as well as the benefits of the plan to increase aqua-
culture production, Creation of employment and valuation (due to the construction
and production of cage structures inside the country), A special order has been
issued for the development of the aforementioned plan to the Ministry of Agriculture
and its subsidiaries.

In the same vein, and in order to realize the government's devel-
opment policies, at the end of the Sixth Fisheries Development
Program, the production of aquaculture in the cage is expected
to reach to 200,000 metric tons.

Despite the fact that nearly 3 million tons of fish are currently
being produced in cages by fish breeding.

But in our country, this activity is new and has been operationally
operational for a short time.

But in the short term, significant measures have been taken in
this regard, and now about 400 fabricated cages are installed at
sea and tanks behind the dam.

In this regard, in accordance with the instructions and highlights
of the ministry's high authority to develop this,

ZPI Co. first step by signing a letter of agreement accepting
the commitment of polyethylene pipes of at least 100 fish cage
structures in mid-1395, which was held in the period of repeated
meetings and inspections by the technical and commercial units
of the company and factories, In the shortest possible time, with
the best raw materials and in compliance.




Production of Polyethylene Fish Cage Structures
Equipment (pipes, brackets and buoys)

PIPES:
® ZPI Co. manufactures of floating Pipes, sinker pipes and handrails
used in plastic cages made from polyethylene (PE), from 110 to 400
mm in size with different SDR And nominal pressure (PN),with the
best raw material PE100, PE80 anti-UV according to the requirements
of INSO 14427-2, EN12201-2, NS 9415:E2009 with black and yellow
colors.

So for more information would you please refer to the PE water
supply pipes table of this brochure.

Brackets:

» Production of injection and rotary type brackets in our
company with the best raw material PE100, PES8O UV
based on the requirements of standard NS 9415:E2009
in 3 sizes of 250,315,400 mm.

Buoys

» Production of buoys in this company is done with the
. e best anti-UV polythene raw materials according to the

requirements of NS 9415:E2009 standards in 4 sizes

L with sizes of 50, 250, 600, 1000 liters.
» The main characteristics of the PE pipes,PE brackets
and PE buoys manufactured by this company are:
Lower weight, resistance to acids, impact resistance

and hydrodynamic forces of water and wind and wind

waves, resistance to radiation, quick and easy installa-

tion and use in various water eco systems.




I ZPI Co. Head Office and Factories Address

Add: 4th Floor, N0.5, South East Side of Jahad Sqg. Tehran-Iran
PO. Box: 14155 - 6616

Postal Code: 1415894591

Tel: (+98 21) 88938730-1

Fax: (+98 21) 88938733

Sale Office Fax: (+98 21) 88935654

Website: www.zamzamplast.com

Email: info@zamzamplast.com

I Factories Addresses

Ahvaz Factory: ( @ \

Beside Soeiseh Disciplinary Guardhouse, Kilometer 7 of s s
Abadan Road, Kout Abdollh Road

PO. Box: 61335-4639 Postal Code: 6347133461

Tel: (+98 61) 3571 06 81-4 Fax: (+9861) 3571 06 80
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Iranshahr Factory: i
Bfesides the Technical and Professional center, Loblbaanmalarbis %
Kilometer 5 of Bampoor Road e |
PO. Box: 99135-438 Postal Code: 9941113111 i L 5t
Tel: (+98 54) 37 212020 Fax: (+98 54) 37 21 42 69 W Fia i ot A e ‘
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Mashhad Factory:

Fariman Road, Kilometer 22 Pt
PO. Box: 91735-464 Postal Code: 9167155711 5
Tel: (+98 51) 33 53 44 25-7 Fax: (+98 51) 33 53 44 28 '&/

Sanandaj Factory:

Beside Jahad Nasr Co., Behesht Mohammadi Belt

PO. Box: 66135-677 Postal Code: 66168-75891

Tel: (+98 87) 33 38 35 18-19 Fax: (+98 87) 33 38 35 17

Zanjan Factory:

Beside the Guardhouse, Near Ghareh Bolagh, Kilometer
35 of Tehran Road

PO. Box: 45195-394 Postal Code: 4551175851

Tel: (+98 24) 3587 32 90 - 35 87 32 94

Fax: (+98 24) 35 87 32 80
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Website: www.zamzamplast.com Email: info@zamzamplast.com

Head office: 4th Floor, NO.5, South East Side of Jahad Sq. Tehran-Iran PO.Box:14155-6616
Postal Code: 1415894591 Tel:(+98 21) 88938730-1 Fax: (+98 21) 88938733 Sale Office Fax : (+98 21) 88935654



